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12” SALT & PEPPER MILL
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Assembled 12" Pepper Grinder Mechanisin Assembly



Salt and Pepper Mill Construction

(to smit mechanizm made 1n Denmark 12" salt or pepper)

Material List

Timber 70mm square by
365mm leng (adjust
length to suit chuck being
used requirements see
tnstruetions)

Mechanism made in
Denmark 12"

Fimsh - suggest
Shellawax Cream

| 365 mm. -
| 335 mm. #I
Timber size 365mm long x 70mm square
Allowance has been made for a 13mm x 50mm dia. spigot on each end to smt Viemare chuck
fitted with 45mm Shark Jaws. Adjust dimension to smt the other chucks or jaw configurations.
Spigot
15mm x 50mm Dia.
Procedure
1 Place timber between centres and turn down to 65mm Diameter
Turm a spigot on each end to suit chuck. The timber must be 335mm
in length between the spigots.
 Vicmare VMO0 |<7 200 mm
with 45mm Shark Jaws 75 mm. —
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Mouat in chuck and mark base line 15mm from end. (Mark base line with a

small "V" cut so 1t will not be lost dunng sanding)

Dl a 38mm (11/2") hele to a depth of 10mm past base lne.
Duall 2 253mm (1") hole to aprox. 200mm from end.

Mark basze line

Slightly under
cut each surface

with small "v" cut
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Tail stock centre

Turn timber arcund in chuck

Drill 6mm (1/4") hole 80mm deep from end of spigot.
Bring up Tail stock centre into 6mm hole fo give addition
support to tunber while turming,

Mark out centre spigot and reduce to 35mm.
Slightly under cut each of the spigot ends.

Mark cut design on to the timber blank and tumn to shape
Sand and finish

Femove tail stock centre and carefully part off top section.
Smm allowed for parting cut.

Dl a 25mm (1"} hele from top of body section to meet up will existing hole

drilled in step 3

Enlarge the first 10mm of this hole to accept spigot of top section of pepper mill.
ensure that the top can rotate smoothly. (apply some wax to spigot to act as lubricant)
Part off base at base line

Fit mill parts to base and screw in base plate. Screw drive plate to top section and
assemble pepper grinder.
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